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UDC 621.643.413-036.743.22 DEUTSCHE NORM December 1986

Pipe joint assemblies and fittings for unplasticized DIN
polyvinyl chloride (U-PVC) pressure pipelines 8063
Dimensions of socket bends Part 1
Rohrverbindungen und Rohrleitungsteile fiir Druckrohrleitungen Supersedes December 1968 edition.

aus weichmacherfreiem Polyvinylchlorid (PVC-U);
Muffen- und Doppelmuffenbogen, MaRe

In keeping with current practice in standards published by the International Organization for Standardization (1SO),
a comma has been used throughout as the decimal marker.

Dimensions in mm

1 Field of application

This standard specifies the dimensions of unplasticized polyviny! chloride (U-PVC)
socket bends made from pipe covered in DIN 8062 (at present at the stage of draft).

2 Dimensions, designation
Socket bends are not expected to conform to the designs illustrated here; compliance is
only required in the case of the dimensions specified.

Unless otherwise agreed, socket bends shall be integral with, or bonded to, the pipes,
at the discretion of the manufacturer.

Bends shall be manufactured for pipe external diameters, d, of
between 10 mm and 315 mm for solvent adhesive socket joints and
between 63 mm and 450 mm for push-in joints.

No part of this standard may be reproduced without the prior permission of DIN Deutsches Institut fiir Normung e.V., Berlin.
In case of doubt, the German-language original should be consulted as the authoritative text.

Continued on pages 2 and 3

Beuth Verlag GmbH, Berlin, has the exclusive right of sale for German Standards (DIN-Normen). DIN 8063 Part 1 Engl. Price group 5
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Page 2 DIN 8063 Part 1

Type MK 11°,22°, 30° and 45° socket bends
Type MQ 90° socket bend

with solvent adhesive socket (KK) with push-in socket (KS)
integral bonded integrai bonded
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ts = depth of engagement at the discretion of the manufacturer.

Designation of a 45° single socket bend (MK) with solvent adhesive socket (KK) for a pipe external diameter of 63 mm,
made from series 5 pipe as specified in DIN 8062:

Single socket bend DIN 8063 — MK — KK — 45 — 63 — 5

Type MMK 11°,22°, 30° and 45° double socket bends
Type MMQ 90° double socket bend

with solvent adhesive socket (KK) with push-in socket (KS)
integral bonded integral bonded

Designation of a 90° double socket bend (MMQ} with push-in sockets (KS), for a pipe external diameter of 450 mm
made from series 4 pipe as specified in DIN 8062:

Double socket bend DIN 8063 — MMQ — KS — 90 — 450 — 4

’
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. .. MK, MMK MQ, MMQ
Pipe Average Minimum . a
e.xternal benq ing adhesive 110 220 | 300 450 600 900
diameter, radius, length, 2 3) 2
d r') tkz) min. min.
10 25 20 12 15 17 20 24 35
12 30 24 15 18 20 24 29 42
16 40 32 20 24 27 33 39 56
20 50 32 25 30 33 41 49 70
25 63 32 31 37 42 51 61 88
32 80 32 40 48 53 65 78 112
40 100 40 50 59 67 81 98 140
50 125 50 62 74 84 102 122 175
63 221 63 46 68 84 117 153 246
75 263 70 55 81 100 139 182 293
0 315 79 66 97 120 166 218 351
110 385 91 81 119 147 203 266 429
140 490 109 103 151 187 259 339 546
160 560 121 118 173 214 296 387 624
225 788 160 166 243 301 416 545 878
250 875 175 184 270 334 462 605 975
280 980 193 206 302 375 518 678 1092
315 1103 214 232 340 421 583 763 1229
450 1575 - 332 486 602 832 1089 1755
) Ford=10to 50 mm:r=25d;ford =63 to 450 mm: r=3,5d.
2) Asspecified in DIN 19 632.
3) Ford =10 to 50 mm: zk22,5cl'tan%+d.
Ford=63t0450mm: 2, =3,54d - tan% + 0,4 d rounded to the nearest mm.
For bends with integral sockets, 2y is equal to z,. Otherwise, 2, = 2y + f; or 2, = 2 + #;.

Standards referred to
DIN 8062 (at present at the stage of draft) Unplasticized polyvinyl chloride pipes; dimensions

DIN 19532 Unplasticized polyvinyl chloride pipelines (rigid PVC, U-PVC) for drinking water supply; pipes, pipe joint
assemblies and fittings (DVGW Code of practice)

Previous editions
DIN 8063: 07.41 X; DIN 8063 Part 1: 12.68.

Amendments

The following amendments have been made to the December 1968 edition.

a) Pipe outside diameters have been specified instead of nominal sizes.

b) The 2y values have been amended.

c) Specifications for laying dimensions (z,) have been included.

d) Adhesive length and depth of engagement for single socket bends are now specified.
e} The designation has been amended.

International Patent Classification

F 16 L 47/00
F 16 L 58/00

Tel : (+9821) 88 20 20 60
info@parsethylene-kish.com

www.parsethylene.com
www.parsethylene-kish.com



Provide

www.parsethylene.com
www.parsethylene-kish.com

Tel : (+9821) 88 20 20 60
info@parsethylene-kish.com





