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Size: DN 80 & DN 100 mm
Pressure: PN 10 & PN 16 bars

Flanges: according to DIN EN 1092-2 (DIN 2501)

Product features:
The Hydrant valves are made according to B.S 750 and pressure rating PN10 & PN16 for installing underground
with automatic drainage to prevent freezing during winter time.

Body, Bonnet and valve core: ductile cast iron

Qutlet Bonnet: Gray cast iron

Sealing ring, stem bush, stem nut, drainage valve, valve cover, Bolts: A2 (stainless steel)
Coupling with 2 2" (65 mm): Al-Bz

Chain with ring: Galvanized steel

Application:
The hydrant install on the main pipe line for different purposes such as:Fire fighting,water supply and distribution

and consist of following Sections:

Test pressure according DIN EN 12266-1

PN | Permissible Permissible Hydrostatic test
Working Working
(bar) Pressure (bar) | Temperature body and seat
10 10 | 40°c 17
16 | 16 40°C 25
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Spare Spare
Part Description Material parts Part ‘ Description Material parts
1 |Body EN-GJS-400-15 (1) 14 |Cap EN-GJS-400-15 (1)
2 |Bonnet EN-GJS-400-15 (1) 15 %Cap Washer NER
3 [Stem 1.4021 16 | Sealing Ring Brass
4 |Hex. Nut EN-GJS-400-15 (1) 17 !1-Wa:.r Inlet Brass
5 |Dust Seal NBR L] 18 |Conic Washer Brass
6 |Seat EN-GJS-400-15 (1) 19 iSpn‘ng 1.4310
7 |Bush AlBz. 20 |Ball NER L
8 |Pin 12210 21 | Adaptor EN-GJS-400-15(1)| @
8 |Sealing Rubber NBR L] 22 | Spring Pin 1.4301
10 |Flat Washer A2 e 23 |ORing NBR .
11 |Hex. Bolt A2 24 |O-Ring NBR °
12 | Alen Bolt A2 25 iD-Ring NBR .
13 | Qutlet Intermediate | EN-GJS-400-15 (1) 26 |0-Ring NER ®

{1) EN-GJS-500-7 can be product as requested.
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*DIN EN 1092 - 2 (DIN 2501)
DN | PN [« D[ e K [e d2| en ob A B G E | Weight
mm bar mm mm mm mm mm mm mm mm Kg
80 | 10,16 | 200 160 19 8 19 330 112 100 27 15.7
100 | 10,16 | 220 180 19 8 19 330 112 100 | 27 17.3
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Surface hydrant (HTSF)

Size: DN 80 & DN 100
Pressure: PN10 & 16

Design According to: DIN3222 model P5
Flanges: DIN-EN 1092-2 (DIN 2501)

Product feature:

Body, split rings & coupling: EN-GJS-400-15 DIN EN 1563
O-rings a sealing rubber: NBR. Stem & lower pipes: 1.4021
Lucked ring & adaptor: DIN EN 1561

Ball: 1.4541

Application:

Surface hydrant valves will be installed on the Main pipe line for different
purposes such as: fire fighting, Water supply and distribution. Best locations
for installation are next to:Hospital Educational Department and Cinema,
Theater hall. The Design of these valves are such a manner if any accidents
occur, only some bolts will be broken and the main pipeline will be in safe
condition and the damaged bolts could be easily recharged.

PN | Permissible | Permissible | Hydrostatic test pressure (bar)
Working Working according to DIN EN 12266-1

(bar) | Pressure (bar) | Temperature body and seat
10 10 40°C 17
16 16 40°C 25
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Part,  Description Material ?:';:g Part|  Description Material ig;:
1 |Lower Body Stand | EN-GJS-400-15 (1) 25 |Hex. Head Bolt A2 L]
2 |Ball Rod Brass @ 26 Washer A2

3 |Ball 1.4541 a o7\ 'ﬁliF:E:r IntermediataiSteel

4\1 | Sealing Ring EN-GJS-400-15(1)| ® 27\2 Washer Steel

a2 ?gjgt”ﬁoiuggfé} NER 28 | Adaptor EN-GJS-400-15 (1)

5 |Sealing Rubber NER @ 29 |Tool 1.4021

6 |Middle Body EN-GJS-400-15 (1) 30 |Dust Seal NBR ]
7 |Middle Body Bush |Brass 31\1 | Bolt (Ventilation) Brass ®
8 |Hex. Head Bolt A2 312 |O-Ring NBR @
9 |Washer A2 313 | Ball NBR ]
10 b?p‘"f”"te"“e““a‘e 1.4021 32 |Gasket NBR .
11 |Centralized Ball | fg=395400-15.() 33 |Cap EN-GJS-400-15 (1)

12 |Stem MNut Holder | EN-GJS-400-15 (1) 34 |Pin 1.2210

13 | Stem Nut Brass 35 E‘éﬁ'&‘.’i?ﬂi?é?mu} EN-GJS-400-15 (1)

14 | Stem Guide EN-GJS-400-15 (1) ¥ [achg Rubber | g N
15 | Thrust Washer PTFE 37 |Allen Bolt A2

16 |Stem 1.4021 38 |Small Coupling AlMgSi1F28

17 |Washer EN-GJS-400-15 (1) 39 E‘éﬁ’;’ﬂﬁ;‘?ﬁgm&] EN-GJS-400-15 (1)

18 |Stem Pin 1.2210 40 |Sealing Rubber NBR ®
19 |Locking Ring EN-GJS-400-15 (1) 41 |Allen Bolt A2

20 | O-Ring NBR ® 42 |Coupling (Large) |AIMgSi1F28

21 |Upper Sand Body |EN-GJS-400-15 (1) 43 |Qutlet Crifice PA @
22 |Bush Brass 44 |Chain 1.2210

23 |O-Ring NBR L] 45 |Chain 1.2210

24 | Split Ring EN-GJS-400-15 (1)

(1) EN-GJS-500-7 can be product as requested.

Dimensions & weight: .DIN EN 1092 - 2 (DIN 2501)
DN | PN |. D|. K|o d2(en| «b | L1 | L2 | L3 | L4 LS‘ L6 | L7 | L8 Weight
80 [10,16| 200 | 160 | 19 |8| 19 | 1633 | 265 | 575 | 728 | 676 | 137 | 386 | 930 | 87
100 |10,16| 220 | 180 | 19 |8| 19 |1883 | 265 | 725 | 831 | 676 | 137 | 386 | 930 | 112
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